'S/ITE INFORMATION CHECKLIST:
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/ WAT.MET.
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000

TO BE INCLUDED ON SITE PLAN

/

ALL EXTERIOR SITE BOUNDARIES CORRECTLY SCALED AND DHVENSIONED

NORTH ARROW

SCALE OF PLANS, GRAPHIC AND WRITTEN

/

LEGEND OF SYMBOLS, LINES, ABBREVIATIONS, ETC. USED ON PLANS

SITE CONTOURS, GRADE ELEVATIONS, AND OTHER TOPOGRAPHIC FEATURES

LOCATION AND DIMENSION OF ALL DRIVEWAY, ACCESS ROADS, AND CURB CUTS

SHOW FIRE ACCESS ROADS / DRIVEWAY - MAX FIRE HOSE PULL OF 150 FT LENGTH

LOCATION AND DIMENSIONS OF ALL EASEMENTS (ELECTRIC, WATER, SEWER, ETC)

REQUIRED AND PROPOSED BUILDING SETBACKS

LOCATION OF EXISTING AND PROPOSED BUILDINGS AND STRUCTURES

DISTANCE OF ALL STRUCTURES FROM EACH OTHER AND FROM PROPERTY LINES

LOCATION AND HEIGHT OF ALL FENCES AND RETAINING WALLS

LOCATION AND SIZE OF OFF-STREET PARKING

LOCATION OF EXISTING AND PROPOSED VEGETATION

LOCATION OF EXISTING AND PROPOSED UTILITIES TO NEW ADU

LOCATION OF EXISTING AND NEW UTILITIES (SEWER LATERAL CLEANOUTS. GAS
LINES, ELECTRICAL OVERHEAD, OR UNDERGROUND CONDUCTORS.)

NEW SEWER LATERAL SERVING THE NEW ADU IS TO COMPLY WITH CPC 311.1

ADU SEWER LINE CANNOT BE CONNECTED DIRECTLY TO THE EXISTING MAIN
DWELLING UNIT IF THERE ARE FOUR OR MORE TOILETS AND A 3 INCH SEWER DRAIN
ALREADY EXISTS IN THE MAIN DWELLING UNIT PER CURRENT CPC TABLE 703.2.

LOCATION OF EXISTING AND NEW METER LOCATIONS (GAS,ELECTRICAL, WATER.)

SITE PLAN SIGNED BY PREPARER.

LOCATION OF SEPTIC SYSTEM AND LEACH LINES (IF APPLICABLE) EXISTING AND/OR

PROPOSED

SOILS: LAND NOT SUBJECT TO LIQUEFACTION / GEO HAZARD OR SPECIAL STUDY ZONE

FLOOD: NOT SUBJECT TO OVERFLOW, INUNDATION OR FLOOD HAZARD

FLOOD ZONE

FIRE: NOT WITHIN FIRE HAZARD SENSITIVITY ZONE

TOPOGRAPHY / SLOPE OF LAND AROUND ADU DESIGNED TO DRAIN AWAY FROM ADU AND

MAIN DWELLING UNIT

13

12

ADJACENT ADDRESS

PROPOSED SITE PLAN

ADJACENT ADDRESS

PROVIDE ACCESS ROUTE FROM
SEWER CONNECTION TO ADU.

PROPERTY DIMENSIONS AND

METES AND BOUNDS FOR THE

ENTIRE PROPERTY BOUNDARY PER
RECORDED MAP, ASSESSOR MAP, OR DEED

— (E) X'-X" HIGH WOOD FENCE

EXISTING HOUSE
SQ. FT. = X, XXX
FF ELEV=XXX.XX'

PAD ELEV=XXX.XX'

ELC.MET.

116" = 10"

NEW XXXA ELECTRIC PANEL FOR
NEW ACCESSORY DWELLING UNIT

-/

/ /
L/
/ . BY USING THESE PERMIT READY CONSTRUCTION

DOCUMENTS, THE RECIPIENT ACKNOWLEDGES,

/ ACCEPTS AND VOLUNTARILY AFFIRMS THE
FOLLOWING CONDITIONS:
1. THE USE OF THIS INFORMATION IS
RESTRICTED TO THE ORIGINAL PROJECT FOR WHICH
IT WAS PREPARED FOR THE PERMIT READY
ACCESSORY DWELLING UNIT (ADU) PROGRAM FOR
THE CITY OF WHITTIER ONLY. THIS IS A LIMITED
SET OF STANDARDIZED ADU PLANS AND
SPECIFICATIONS APPROVED BY THE CITY OF
WHITTIER BUILDING DEPARTMENT. BUILDING CODES
DO CHANGE OVER TIME AND RECIPIENT SHALL
ENSURE FULL COMPLIANCE UNDER ALL CODES
THEN IN EFFECT AT THE TIME OF THE SUBJECT
PERMIT. THIS DOES NOT ELIMINATE OR REDUCE THE

/ /)
/ RECIPIENT'S RESPONSIBILITY TO VERIFY ANY AND
/ / ALL INFORMATION RELEVANT TO THE RECIPIENT'S
/

DESIGN PATH STUDIO
architecture + planning
DESIGNPATHSTUDIO.COM

WORK AND RESPONSIBILITY ON THIS PROJECT.
DESIGN PATH STUDIO SHALL NOT BE RESPONSIBLE
FOR TRANSLATION ERRORS. DO NOT USE THESE
CONSTRUCTION DOCUMENTS IF THE PERMIT HAS
EXPIRED OR IS REVOKED AT ALL.

2. THE RECIPIENT RECOGNIZES AND ACKNOWLEDGES
THAT THE USE OF THIS INFORMATION WILL BE AT
THEIR SOLE RISK AND WITHOUT ANY LIABILITY OR
LEGAL EXPOSURE TO DESIGN PATH STUDIO. NO
WARRANTIES OF ANY NATURE, WHETHER EXPRESS
OR IMPLIED, SHALL ATTACH TO THESE DOCUMENTS
AND THE INFORMATION CONTAINED THEREON. ANY
USE, REUSE, OR ALTERATION OF THESE
DOCUMENTS BY THE RECIPIENT OR BY OTHERS
WILL BE AT THE RECIPIENT'S RISK AND FULL
LEGAL RESPONSIBILITY. FURTHERMORE, THE
RECIPIENT WILL, TO THE FULLEST EXTENT
PERMITTED BY LAW, DEFEND, INDEMNIFY AND HOLD
DESIGN PATH STUDIO AND ITS ARCHITECTS
HARMLESS FROM ANY AND ALL CLAIMS, SUITS,
LIABILITY, DEMANDS, JUDGMENTS, OR COSTS
ARISING OUT OF OR RESULTING THERE FROM ANY
USE OF THESE CONSTRUCTION DOCUMENTS FOR
OR ON ACCOUNT OF ANY INJURY, DEATH, DAMAGE
OR LOSS TO PERSONS OR PROPERTY, DIRECT OR
CONSEQUENTIAL DAMAGES IN ANY AMOUNT. THIS

X-X" UTILITY EASEMENT
PER DOC. ----, BOOK ----, PAGE ---, X/XX/XX.

X'-X" EASEMENT FOR TELEPHONE
PER DOC.---- REC. XX/XX/XX.

INDEMNITY DOES NOT APPLY TO THE SOLE
PROPOSED ADU NEGLIGENCE OR WILLFUL MISCONDUCT OF DESIGN
SQ FT. = XXX PATH STUDIO OR ITS ARCHITECTS.

3. THE DESIGNS REPRESENTED BY THESE PLANS
ARE COPYRIGHTED AND ARE SUBJECT TO
COPYRIGHT PROTECTION.

4. IF THE RECIPIENT DOES NOT AGREE WITH THE
ABOVE CONDITIONS, DO NOT PROCEED WITH
CONSTRUCTION OF AN ADU OR OTHER
IMPROVEMENT UNDER THESE PLANS AT ALL.

FF ELEV=XXX.XX'
PAD ELEVATION=XXX.XX'

POLE OR UNDERGROUND
LOCATION WITH

DISTANCE FROM CONNECTION
TO SERVICE

project

City of Whittier
Pre-Approved
ADU Program

0’ 16’ 32' 48'
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KEYNOTES

GENERAL NOTES

LEGEND

CERTIFICATE OF ACCURACY

UTILITIES PROVIDERS: GRADING INFORMATION: /\

Bl [o] [=] M [ ] [ ] [
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LINE OF EXTERIOR WALL, TYP.

LINE OF ROOF OVERHANG /
DECK/AWNING / STRUCTURE ABOVE

REQUIRED SETBACKS
PROPERTY LINE, TYP.
FENCE- HEIGHT PER PLAN
EXISTING GAS METER
EXISTING WATER METER

EXISTING ELECTRIC METER.

CONDENSING UNIT

SURFACE WATER IS TO DRAIN AWAY FROM
BUILDING. GRADE SHALL FALL A MIN. OF 6"
WITHIN THE FIRST 10 FEET

FEEDER TO EXTEND TO EXISTING PANEL

NEW ADU SUB PANEL / DISCONNECT /
JUNCTION BOX AND GROUNDING ELECTRODE
SYSTEM PER NEC ARTICLE 250.32

SPOT DIMENSIONS INDICATE ESTIMATED
GRADE HEIGHTS. VERIFY IN FIELD PRIOR TO
CONSTRUCTION.

SEE BUILDING PLANS FOR ALL OTHER
DIMENSIONS AND NOTES NOT SHOWN.

SEE BUILDING PLANS AND SCHEDULES FOR
ALL EXTERIOR DOOR AND WINDOW
REFERENCES AND LOCATIONS.

YARD SETBACKS ARE TO BE MEASURED
FROM THE EXTERIOR WALL FINISH TO THE
PROPERTY LINE AND NOT FROM THE
OUTSIDE OF THE FOOTING (OR FACE OF
STUDS).

SEWER DRAIN CLEANOUTS REQUIRED AT 100
FOOT INTERVALS AND CHANGES IN
DIRECTION OF 135 DEGREES OR MORE.

AREA OF NEW

vvvvv
vvvvv
vvvvv
vvvvv
vvvvv
vvvvv

LANDSCAPE

SPOT GRADE ELEVATION

BUILDING FOOTPRINT

AREA OF EXISTING
BUILDING FOOTPRINT

e CONCRETE PAVING
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KEYNOTE

PROPERTY LINE

REQUIRED SETBACKS

DRAINAGE PATTERN

SITE CONTOURS

NEW SEWER LINE

NEW DOMESTIC WATER LINE

NEW ELECTRICAL & TEL DATA LINE
NEW GAS LINE

NEW OR EXISTING FENCE
TO COMPLY WITH ZONING
CODE SECTION 37-50.090

| CERTIFY ALL DOCUMENTS AND PLANS CLEARLY AND ACCURATELY SHOW ALL EXISTING AND ALL PROPOSED
BUILDINGS, STRUCTURES, ACCESS ROADS, AND UTILITIES/UTILITY EASEMENTS. ALL PROPOSED LAND USE
ACTIVITIES, IMPROVEMENTS TO LAND, AND/OR BUILDING MODIFICATIONS OR ADDITIONS ARE CLEARLY
LABELED ON THE SITE PLAN OF THE APPROVED PLAN SET. | UNDERSTAND THAT ANY POTENTIALLY EXISTING
DETAIL WITHIN THESE PLANS INCONSISTENT WITH THE SITE PLAN ARE NOT APPROVED AND MAY BE
REQUIRED TO BE ALTERED OR REMOVED. THE SUBMITTED DOCUMENTS AND PLANS SHOW THE CORRECT
DIMENSIONS OF THE PROPERTY, THE BUILDINGS, AND STRUCTURES AND THEIR SETBACKS FROM PROPERTY
LINES AND FROM ONE ANOTHER, ACCESS ROADS/EASEMENTS, AND UTILITIES. THE EXISTING AND PROPOSED
USE OF LAND AND OF EACH BUILDING AS STATED IS TRUE AND CORRECT. FURTHER, ALL IMPROVEMENTS
EXISTING ON THE PROPERTY WERE COMPLETED IN ACCORDANCE WITH ALL REGULATIONS IN EXISTENCE AT
THE TIME OF THEIR CONSTRUCTION, UNLESS OTHERWISE NOTED. ALL EASEMENTS AND OTHER
ENCUMBRANCES TO DEVELOPMENT HAVE BEEN ACCURATELY SHOWN AND LABELED AS WELL AS ALL ON-SITE
GRADING/SITE PREPARATION.

APPLICANT (SIGNATURE): DATE:

SITE PLAN PREPARED BY (SIGNATURE) DATE:

A\

- GAS: TOTAL CUBIC YARD OF

_ EARTHWORK = oo
- ELECTRIC: description
- WATER:

Example
Site Plan

TOTAL FILL MATERIAL PLACED ON AN EXISTING SLOPE
STEEPER THAN FIVE UNITS HORIZONTAL TO ONE
VERTICAL =

SCHOOL DISTRICTS:

1 Bedroom

HIGH SCHOOL -
TOTAL CUT OR FILL MATERIAL EXCEEDING FOUR FEET
IN VERTICAL DEPTH, MEASURED FROM THE EXISTING
ELEMENTARY SCHOOL - GROUND SURFACE =
date ## Month 20##
project no.  20##_xooxxx
drawn by XXX /XXX

A G D



AutoCAD SHX Text
BY USING THESE PERMIT READY CONSTRUCTION DOCUMENTS, THE RECIPIENT ACKNOWLEDGES, ACCEPTS AND VOLUNTARILY AFFIRMS THE FOLLOWING CONDITIONS: 1. THE USE OF THIS INFORMATION IS RESTRICTED TO THE ORIGINAL PROJECT FOR WHICH IT WAS PREPARED FOR THE PERMIT READY ACCESSORY DWELLING UNIT (ADU) PROGRAM FOR THE CITY OF WHITTIER ONLY. THIS IS A LIMITED CITY OF WHITTIER ONLY. THIS IS A LIMITED  ONLY. THIS IS A LIMITED ONLY. THIS IS A LIMITED SET OF STANDARDIZED ADU PLANS AND SPECIFICATIONS APPROVED BY THE CITY OF CITY OF WHITTIER BUILDING DEPARTMENT. BUILDING CODES  BUILDING DEPARTMENT. BUILDING CODES BUILDING DEPARTMENT. BUILDING CODES DO  CHANGE OVER TIME AND RECIPIENT SHALL ENSURE FULL COMPLIANCE UNDER ALL CODES THEN IN EFFECT AT THE TIME OF THE SUBJECT PERMIT. THIS DOES NOT ELIMINATE OR REDUCE THE RECIPIENT'S RESPONSIBILITY TO VERIFY ANY AND ALL INFORMATION RELEVANT TO THE RECIPIENT'S WORK AND RESPONSIBILITY ON THIS PROJECT. DESIGN PATH STUDIO SHALL NOT BE RESPONSIBLE FOR TRANSLATION ERRORS. DO NOT USE THESE CONSTRUCTION DOCUMENTS IF THE PERMIT HAS EXPIRED OR IS REVOKED AT ALL. 2. THE RECIPIENT RECOGNIZES AND ACKNOWLEDGES THAT THE USE OF THIS INFORMATION WILL BE AT THEIR SOLE RISK AND WITHOUT ANY LIABILITY OR LEGAL EXPOSURE TO DESIGN PATH STUDIO. NO WARRANTIES OF ANY NATURE, WHETHER EXPRESS OR IMPLIED, SHALL ATTACH TO THESE DOCUMENTS AND THE INFORMATION CONTAINED THEREON. ANY USE, REUSE, OR ALTERATION OF THESE DOCUMENTS BY THE RECIPIENT OR BY OTHERS WILL BE AT THE RECIPIENT'S RISK AND FULL LEGAL RESPONSIBILITY. FURTHERMORE, THE RECIPIENT WILL, TO THE FULLEST EXTENT PERMITTED BY LAW, DEFEND, INDEMNIFY AND HOLD DESIGN PATH STUDIO AND ITS ARCHITECTS HARMLESS FROM ANY AND ALL CLAIMS, SUITS, LIABILITY, DEMANDS, JUDGMENTS, OR COSTS ARISING OUT OF OR RESULTING THERE FROM ANY USE  OF THESE CONSTRUCTION DOCUMENTS FOR OR ON ACCOUNT OF ANY INJURY, DEATH, DAMAGE OR LOSS TO PERSONS OR PROPERTY, DIRECT OR  CONSEQUENTIAL DAMAGES IN ANY AMOUNT. THIS INDEMNITY DOES NOT APPLY TO THE SOLE NEGLIGENCE OR WILLFUL MISCONDUCT OF DESIGN PATH STUDIO OR ITS ARCHITECTS. 3. THE DESIGNS REPRESENTED BY THESE PLANS ARE COPYRIGHTED AND ARE SUBJECT TO COPYRIGHT PROTECTION. 4. IF THE RECIPIENT DOES NOT AGREE WITH THE ABOVE CONDITIONS, DO NOT PROCEED  WITH CONSTRUCTION OF AN ADU OR OTHER IMPROVEMENT UNDER THESE PLANS AT ALL.


	Sheets and Views
	01 - T1.1-Title Sheet-Title Sheet
	02 - T1.2-Exterior Style Options-Finish Floor
	03 - AS.1 Site Information-Finish Floor
	04 - AS.2 Site Plan-Site Plan
	05 - G0.1 Calgreen Checklist-G0.1
	06 - G0.2 General Notes-G0.2
	06 - G0.2 General Notes-G0.3
	07 - A0.1 Schedule and Notes-Finish Floor
	08 - A1.X - Floor and Roof Plan-Craftsman
	08 - A1.X - Floor and Roof Plan-Spanish
	08 - A1.X - Floor and Roof Plan-Traditional
	09 - A2.X - MEP Plan-MEP
	10 - A3.X - Elevations-Craftsman
	10 - A3.X - Elevations-Spanish
	10 - A3.X - Elevations-Traditional
	11 - A4.X - Sections-Craftsman
	11 - A4.X - Sections-Spanish
	11 - A4.X - Sections-Traditional
	12 - A5.1 Arch Wall Details-Details
	13 - A5.2 Arch Roof Finish Details-Details
	14 - A5.3 Arch Custom Details-Details




